SCHEDA TECNICA DI PRODOTTO SINGERT
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CARATTERISTICHE TECNICHE

Scarico sulla vasca
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Punto di scarico a pavimento /
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o BANCO PESCE 690 - GP 210 NC e GP 210 NV Emissione:
B e n d O n .I Vasca in acciaio inox AISI 316 scotch-brite con foro di scarico di mm 31 (3/4") fornita con isolamento ottenuto tramite schiumatura interna in 09/06/2008
poliuretano ad alta densita e completa di falso fondo forato asportabile in acciaio inox. La protezione sul lato pubblico & caratterizzata da un vetro Revisione:
temperato e da una barra antiurto in acciaio inox. Lateralmente la vasca & protetta da due spondine sagomate in acciaio inox AISI 316. La struttura | < €VISIONe:
BENDONI INOX S.r.l. ? comp_ostz-ll1 d?tdlljje (gjambe_in zciliaio inox AIhSI 304 scotch-blritte, pre(tiisposte pter I’lzlancprtaggio al pavimento, ispezionabili per accedere ai punti di 0
152010 Bibbiena (Arezzo) - Fraz. Soci - Via S.Marco, 9 issaggio ed al tubo di scarico della vasca, che rimane completamente nascosto alla vista.
Phone: +39.0575.560.231 - Fax: +39.0575.561.362
Mail: info@bendoni.it Web: www.bendoni.it Foglio 1 di 1
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TECHNICAL FEATURES

Drainage hole on tank
@1"(33,7mm)
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o FISH COUNTER 690 - GP 210 NC and GP 210 NV Issued:
B e n d O n .I Tank made of AISI 316 scotch-brite stainless steel with 31 mm drainage hole (3/47) supplied with internal high density | 09/06/2008
polyurethane foam insulation complete with removable perforated false hottom made of stainless steel. The protection on the Update:
public side is characterized by tempered glass and by shockproof bar made of stainless steel. At the sides the tank is ’
BENDONI INOX S.r.I. protected by two AISI 316 stainless steel shaped edges. The structure is composed by two AISI 304 scotch-brite stainless 0
I-52010 Bibbiena (Arezzo) - Fraz. Soci - Via S.Marco, 9 steel supporting legs, designed to be fixed to the floor, that can be opened to access the points of attachment and the tank
Phone: +39.0575.560.231 - Fax: +39.0575.561362 drainage tube, which are completely hidden from view.
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